
T-TEC 201
750 W L-shaped 2-speed
percussion drill

Features
Optimal handling from a compact ergonomic design•

High torque planetary gears for drilling and driving large

diameters

•

Direct bit reception in spindle reducing overall length of tool•

Hammer action stop for rotary drilling•

Metal keyless chuck (1.5 - 13 mm)•

Reversible action•

Removable back handle•

4 m cable•
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RANGE SPEC (1) T-TEC 201

Sound pressure level (dB(A)) 98

Sound pressure level
uncertainty (dB(A)) 3

Sound power level (dB(A)) 109

Sound power level
uncertainty (dB(A)) 3

Vibration drilling uncertainty
(m/s²) 6.4

Vibration drilling into Metal
[m|s²] 4.5

Vibration drilling into metal
uncertainty [m|s²] 1.5

No load speed gear 1 (rpm) 0 - 1200

No load speed gear 2 (rpm) 0 - 3400

Max. static stalling torque
(Nm) 58

Product Relation_web 26206

Supplied in Kitbox

Vibration drilling (m/s<special
id ="27" />) 32

Article Number 4933380714

Weight (kg) 2.7

Power input (W) 750

Max. drilling steel (mm) 13

Max. drilling wood (mm) 40

Max. drilling masonry (mm) 22

Max. drilling concrete (mm) 20

Chuck capacity (mm) 13
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